IU SERIES

UFO LED HIGH BAY LIGHT

Power: 100W, 150W, 200W, up to 600W replacement

Talk to one of our LED consultants today! ==
(800) 426-3938 - (319) 653 3198

LED
SUPPLIES

info@sitlersupplies.com

www.sitlersledsupplies.com
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Overview

UFO style design, a perfect solution of high/low bay lighting;
Power from 100-200W, simple and easy to install;

Hot cellular effects heat dissipation structure;

Providing security chain on every piece of luminaire;
Average temperature rising <26

Luminous efficacy up to 140lm/w, lifespan >50000 hours;
Dimmable option available;

Occupancy sensor & daylight sensor available,

MeanWell HBG series round driver
driver efficiency up to 93%

Safety chaln as standard configuration
on every piece of iU serles luminaire

Flat design on the back
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High efficiency heat dissipation
structure: temperature rising < 26°C

Every lens per LED chip
with optional beam angle:
60°, 90° or 120°

| . Lumileds Luxeon 3030 chip
= "\;M,.-' system efficacy up to 130imfw

Warranty Terms

5 year standard warranty and up to 10 year extra warranty available
Covers repair/replacement and shipping cost of failed unit

Please check with AQK sales representative for the details
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Prnject Demostration

Ll Facotry Project Demostration

Badminton Stadium Project Demostration
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AOK iU Series =0
LED High Bay Light -= This product s UL'eUL, DLC, FCC, TUV-GS, CE and RoHS certified
=
Model AOK-100WiU AOK-150Wiu AOK-200WiU
Nominal Wattage 100W 150W 200W
Replacement I00W 450W GOOW
Maxiunm Current 1.05A 1.65A 2204
Input Voltage 100-277VAC / 347VAL / 480VAC
Dimming 1-10¥
Accessories Alrcraft cable included
Working Temperature -40F~122F
Power Factor [PF) =085
THD <15%

Lumen Output [+/- 5%)

13392Im @ 100.8W, 5700K

19682Im @147.2W, 5700K

25951Im @195.5W, 5700K

System Efficacy 132 88Im/w @5 700K 133.71Imfw @5 700K 132.74Im/w @5 700K
Optical Lens 60° /90° / 120°
CRI Rax70 / Ra>B0
T 3000-65008
IP&IK Rating IP65 B IK10
Materia Die-cast alumium
Housing Color Black
Lifespan >50000 hours @LT0
Fixture Dimensions 12%7.5" (30" 19cm)] 15"8.3" (38"27em) 15%8.3" (38" 21cm)
Met Weight 10 Ibs [4.5kg) 15 lbs (Thg) 17 Ibs (7.8kg)

Carton Dimenslons

14*14*10" (36* 36" 6am)

18*18°10.6" (46"46" 21 7cm)

18%18"10.6" (46"46% 27cm)

Gross Weight

13 Ibs (5.8kg)

19.5 Ibs (B.Bkg)

21 Ibs (9.6kg)

Packing

1 Pes per carton
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